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Buck inductor for high frequency use with high efficiency, compact size and high reliability.
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The high-frequency buck inductor is a new chip inductor developed with
innovative processing techniques by POCO. Utilizing soft magnetic
powder with high saturation flux density and low loss, it has successfully
achieved excellent characteristics of small size and high efficiency. It can
be used in power supply circuits for chips.
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High Frequency Large Current \'SI Low Voltage A i A Smallﬁiuctance
325kHz~10MHz 40A/80A/100A 12V — 1V(or less) nH
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Significantly reduce the volume compared with ferrite inductors
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Efficiency is basically the same as ferrite inductors
- R EEWSHE, BHRE

N Better heat dissipation since copper is seamlessly attached to core material
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High reliability, low electromagnetic radiation
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Vcore

100A~1000A
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mZER  Product structure
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XA 2MHz-10MHz
. NA 10MHz-100MHz
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BEH, 2.8mm
Dimensions(m m) PCB Pattern DCR(mQ)EEA:<0.3, B:0.31~0.4, C:0.41~0.5, D:0.51~0.6; ...

KFEL W, 1005%77<10X5mm
MRS ARERALEE, ¥R LR

o= Ls (nNH) £ 10% FLL Min(nH) D
FmiS @1MHz,1V @1MHz,1V (mQ)@20°C
FA1005B-2.8-R15 150 105 45 45
FA1005B-2.8-R18 180 126 35 35 USohAx
FA1005B-3.8-R18 180 126 55 55
FA1005B-3.8-R20 200 140 40 40 0-30MAX
FA1005A-4.8-R18 180 126 75 75
FA1005A-4.8-R20 220 154 65 65 0.40IMAX
FA1405B-1.9-R10 100 70 71 71 .
. ax
FA1405B-1.9-R14 140 98 43 43
FA1405C-2.8-R15 150 105 50 50
0.47 Max
FA1405C-2.8-R18 180 126 39 39
FA1405C-3.8-R18 180 126 57 57
0.5 Max
FA1405C-3.8-R22 220 154 44 44
-6.0- 160 112 58 58
FA1006B-6.0-R16 0.35Max
FA1006B-6.0-R18 180 126 45 45
-7.0- 180 59 59
FA1006A-7.0-R18 126 0.30Max
FA1006A-7.0-R22 220 154 47 47
-2.8- 150 54 54
FA1107A-2.8-R15 105 .
FA1107A-2.8-R18 180 126 44 4
FA1107A-3.8-R18 180 56
126 26 0.25Max
FA1107A-3.8-R22 220 154 42 42
FA1009A-7.3-R22 220 154 59 59 0.25Max
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